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Chapter 15.04 SUBDIVISIONS

Section 15.04.580 Pipe bedding.

All pipes shall be protected from lateral displacement and possible damage resulting from impact or unbalanced loading during backfilling
operations by being adequately bedded.

A groove shall be excavated in the bottom of the trench to receive the bottom quadrant of the pipe. Before preparing the groove, the trench
bottom shall be excavated or filled and compacted to an elevation sufficiently above the grade of the pipe so that, when completed, the pipe will be
true to line and grade. Bell holes shall be excavated so that only the barrel of the pipe receives bearing from the trench bottom.

Pipe bedding materials placed at any point below the mid-point of the pipe shall be deposited and compacted in layers not to exceed ten (10)
inches in uncompacted depth. Deposition and compaction of bedding materials shall be done simultaneously and uniformly on both sides of the
pipe. Compaction shall be accomplished with hand or mechanical compactors. All bedding materials shall be placed in the trench with hand tools
or other approved method in such a manner that they will be scattered alongside the pipe and not dropped into the trench in compact masses.
Bedding materials shall be loose earth, free from lumps, sand or gravel, free from rocks larger than two-inch diameter; with all materials free from
roots, sod, or other vegetable matter.

In the event trench materials are not satisfactory for pipe bedding, modified bedding will be required. Modified bedding shall consist of placing
compacted granular material on each side of and to the level of twelve (12) inches above the top of the pipe.

Modified bedding material shall be graded as follows: one hundred (100) percent passing a one-inch screen and five percent passing a No. 4
sieve. (Ord. 5-1988 § 1 (part): Development Code 4-3-7)
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